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DUAL SYRINGE PUMP TECHNICAL DATA SHEET 

Product family name Perfused Organ Panel 

Description Dual syringe pump capable of bidirectional pumping 

(infusion and withdrawal) of two PerfusionPal products 

simultaneously using two syringes. 

Compatibility with disposables The pump is compatible with PerfusionPal™ products 

and uses standard syringes. 

 

TECHNICAL SPECIFICATIONS 

Mode Infuse/Withdraw 

Accuracy ±<0.35% 

Reproducibility ±<0.05% 

Syringe Size (Min/Max) 0.5 mL to 60 mL (60 mL syringes are used with PerfusionPal™) 

Minimum Flow Rate (60 mL syringe) 0.0002 mL/min 

Maximum Flow Rate (60 mL syringe) 128 mL/min 

Linear Force 50 lbs 

Display 4.3-inch LCD Touch Screen 

Connectivity USB-B, RS232, and TTL Ports 

System Dimensions 9.5 x 6.8 x 4.7 inches (24 x 17 x 12 cm) 

Power 110/220 VAC 

Weight 7 lbs (3 kg) 

Operating Temperature 4°C to 40°C (40°F to 104°F) 

Storage Temperature -10°C to 70°C (14°F to 158°F) 

Humidity 20% to 80% RH, non-condensing 

Regulatory Compliance CE, RoHS, REACH, FCC, IC 

 

 

USE AND HANDLING 

The pump cannot be used inside the incubator.  

FOR RESEARCH USE ONLY. Not for use in clinical, diagnostic, or therapeutic procedures. Not for use in animals or humans.   
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